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Address Switches ON Address Switches ON Address Switches ON Address Switches ON 

0 Broadcast 33 1+6 66 2+7 99 1+2+6+7 

1 1 34 2+6 67 1+2+7 100 3+6+7 

2 2 35 1+2+6 68 3+7 101 1+3+6+7 

3 1+2 36 3+6 69 1+3+7 102 2+3+6+7 

4 3 37 1+3+6 70 2+3+7 103 1+2+3+6+7 

5 1+3 38 2+3+6 71 1+2+3+7 104 4+6+7 

6 2+3 39 1+2+3+6 72 4+7 105 1+4+6+7 

7 1+2+3 40 4+6 73 1+4+7 106 2+4+6+7 

8 4 41 1+4+6 74 2+4+7 107 1+2+4+6+7 

9 1+4 42 2+4+6 75 1+2+4+7 108 3+4+6+7 

10 2+4 43 1+2+4+6 76 3+4+7 109 1+3+4+6+7 

11 1+2+4 44 3+4+6 77 1+3+4+7 110 2+3+4+6+7 

12 3+4 45 1+3+4+6 78 2+3+4+7 111 1+2+3+4+6+7 

13 1+3+4 46 2+3+4+6 79 1+2+3+4+7 112 5+6+7 

14 2+3+4 47 1+2+3+4+6 80 5+7 113 1+5+6+7 

15 1+2+3+4 48 5+6 81 1+5+7 114 2+5+6+7 

16 5 49 1+5+6 82 2+5+7 115 1+2+5+6+7 

17 1+5 50 2+5+6 83 1+2+5+7 116 3+5+6+7 

18 2+5 51 1+2+5+6 84 3+5+7 117 1+3+5+6+7 

19 1+2+5 52 3+5+6 85 1+3+5+7 118 2+3+5+6+7 

20 3+5 53 1+3+5+6 86 2+3+5+7 119 1+2+3+5+6+7 

21 1+3+5 54 2+3+5+6 87 1+2+3+5+7 120 4+5+6+7 

22 2+3+5 55 1+2+3+5+6 88 4+5+7 121 1+4+5+6+7 

23 1+2+3+5 56 4+5+6 89 1+4+5+7 122 2+4+5+6+7 

24 4+5 57 1+4+5+6 90 2+4+5+7 123 1+2+4+5+6+7 

25 1+4+5 58 2+4+5+6 91 1+2+4+5+7 124 3+4+5+6+7 

26 2+4+5 59 1+2+4+5+6 92 3+4+5+7 125 1+3+4+5+6+7 

27 1+2+4+5 60 3+4+5+6 93 1+3+4+5+7 126 2+3+4+5+6+7 

28 3+4+5 61 1+3+4+5+6 94 2+3+4+5+7 127 Reserved 

29 1+3+4+5 62 2+3+4+5+6 95 1+2+3+4+5+7   

30 2+3+4+5 63 1+2+3+4+5+6 96 6+7   

31 1+2+3+4+5 64 7 97 1+6+7   

32 6 65 1+7 98 2+6+7   
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Pin Off (default) On 

1 Bus Analog 

2 Fire application Smoke application 

3 Modbus RTU BACnet MS/TP 

4                  Bit rate (Off-default) 

5                  Bit rate (Off-default) 

6 Not in use = Off 

7 Smoke detector alarm „system“ Smoke detector alarm „actuator“ 

8 Not in use = Off 

Pin 9600 (default) 19200 38400 76800 

4 Off On Off On 

5 Off Off On On 



Relé kontakt 

 

 

 

Communication interface 

Operating voltage   Relay contact 
  

ORS 142 may only be connected to Hekatron 

mains power devices and matches the 

existing bases type 143 
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Pin Off (default) On 

1 Fire damper 1 Smoke damper 1 

2 Fire damper 2 Smoke damper 2 

3 Modbus RTU BACnet MS/TP 

4                   Bit rate (Off-default) 

5                                               Bit rate (Off-default) 

6 Not in use = Off 

7 Not in use = Off 

8 Not in use = Off 

Pin 9600 (default) 19200 38400 76800 

4 Off On Off On 

5 Off Off On On 
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Pin Off (default) On 

1 Bus Analog 

2 Fire application Smoke application 
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ORS 142 may only be connected to Hekatron 

mains power devices and matches the existing 
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  Communication module FSC-UFC230-2  
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Pin Off (default) On 

1 Fire damper 1 Not in use 

2 Fire damper 2 Not in use  

3 Modbus RTU BACnet MS/TP 

4                   Bit rate (Off-default) 

5                                               Bit rate (Off-default) 

6 Not in use = Off 

7 Not in use = Off 

8 Not in use = Off 

Pin 9600 (default) 19200 38400 76800 

4 Off On Off On 

5 Off Off On On 
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Pin Off On 

1 Baud rate 9600 (default setting) Baud rate 19200 

2 

Parity bit (11bit = Modbus RTU) 

1 start + 8 data + 1 parity + 1 stop = 11 

Modbus should always have 11 bit frame 

no parity bit (10 bit) 

3 Not in use Not in use 

4 Hub (repeater function) Ring mode (ring topology) 
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The producer reserves the right for innovations of the product. For actual product information see
www.mandik.com

MANDÍK, a.s.
Dobříšská 550
26724 Hostomice
Česká republika
Tel.: +420 311 706 706
E-Mail: mandik@mandik.cz
www.mandik.cz


